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FK RANGE

PLIABLE PROTECTIVE CONDUIT SYSTEM
CHARACTERISTICS AND ADVANTAGES

ARCOBALENO MEDIUM SIZE FLEXIBLE FK'15-CONDUITS

A choice of different colours in order to disfinguish various lines: a valid solufion in today's increasingly complex and structured electrical installations.
FK 15 conduits hold IMQ certification in compliance with EN 50086-1 and EN 50086-2-2 Standards and in conformity with IEC EN 61386-1 and IEC

EN 61386-22 Standards.
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SELF-RECOVERING HALOGEN-FREE MEDIUM SIZE PLIABLE CONDUITS ICTA
Halogen-free conduits in compliance with EN 50267-2-2 Standard
porticu|ar|y suitable for installations in pub|ic p|aces where, in the event
of fire, besides flame containment, low emission of halogens is required.
ICTA conduits hold IMQ certification in compliance with EN 50086-1 and
EN 50086-2-2 and are in conformity with EC EN 61386-1 and IEC EN
61386-22 Standard.
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FK RANGE

PLIABLE PROTECTIVE CONDUIT SYSTEM
CHARACTERISTICS AND ADVANTAGES

GEWi55

ICTA Conbpurr

ICTA self-recovering halogen free-conduits are ideal for installations in
public places: due to the halogen-free material, smoke emissions, in case
of fire, show a lower opacity and lower toxic emissions.

<« Also ideal for installations under floors as their self-recovering capacity is
higher than that of normal corrugated conduits: they can support loads up
fo 750 N showing a maximum deformation of 50% in diameter under
stress and a permanent maximum deformation of 10% after the load has
been removed.

= f Top surface with plastic profection

Each roll is packaged in
fransparent  shrink-wrapping,
showing the Gewiss logo and
label.

PROTECTION - PROTECTED PACKAGING >
The new pallet packaging system ensures better weather resistance and

Visible label on each side,
better preservation over time, especially when stored outdoors.

showing details about the
material.

The pallet is wrapped in extensible
protective white film, which is
more resistant fo atmospheric

agents and UV rays.
|
—————  \\ooden pallet.

A
NEW PROFILE < PuriTY AND QUALITY
FLEXIBILITY WITHOUT COMPROMISE
The new geometric profile of the conduits provides higher flexibility, load Gewiss has always used only top
resistance (+15% to compression) and reduced @@thermic memory which quality material, to ensure
makes lay operations in the raceways easier and quicker. ‘ ' ' ” ' . . quality  without  compromise

throughout its range.

The white version of the
corrugated conduit particularly
emphasizes this choice of quality.
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FK RANGE

PLIABLE PROTECTIVE CONDUIT SYSTEM

FK15 ARCOBALENO RANGE PLIABLE CONDUIT SYSTEMS

GEWi55

Medium white Black Green
@ CONDUITS »
with cable puller with cable puller with cable puller
16 DX 16 216 DX 16 316 DX 15016 DX 15116 DX 15216 DX 15 316
20 DX 16 220 DX 16 320 DX 15 020 DX 15120 DX 15 220 DX 15 320
25 DX 16 225 DX 16 325 DX 15 025 DX 15125 DX 15 225 DX 15 325
32 DX 16 232 DX 16 332 DX 15 032 DX 15132 DX 15 232 DX 15332
40 DX 16 240 DX 16 340 DX 15 040 DX 15 140 DX 15 240 DX 15 340
50 DX 16 250 DX 16 350 DX 15 050 DX 15150 DX 15 250 DX 15 350
63 DX 16 263 DX 16 363 DX 15 063 DX 15 163
ICTA RANGE HALOGEN-FREE SELF-RECOVERING PLIABLE CONDUITS
Grey Dark grey Components
GF coupling TF cap
@ CONDUITS _ & &
E E )
with cable puller with cable puller -

16 DX 20 016 DX20 116 DX 20 416 DX 20 516 DX 52 016 DX 52 116
20 DX 20 020 DX 20 120 DX 20 420 DX 20 520 DX 52 020 DX 52 120
25 DX 20 025 DX 20 125 DX 20 425 DX 20 525 DX 52 025 DX 52 125
32 DX 20 032 DX 20 132 DX 20 432 DX 20 532 DX 52 032 DX 52 132
40 DX 20 040 DX 20 140 DX 20 440 DX 20 540 DX 52 040 DX 52 140
50 DX 20 050 DX 20 150 DX 20 450 DX 20 550 DX 52 050 DX 52 150
63 DX 20 063 DX 20 163 DX 20 463 DX 20 563 DX 52 063 DX 52 163
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FK RANGE

PLIABLE PROTECTIVE CONDUIT SYSTEM

FK15 ARCOBALENO RANGE FLEXIBLE CONDUIT SYSTEMS

GEWi55

Blue Brown Lilac
/ ‘ GF coupling TF cap
with cable puller with cable puller with cable puller -
DX 15 416 DX 15 516 DX 15 616 DX 15716 DX 15816 DX 15 916 DX 52 016 DX 52116
DX 15 420 DX 15 520 DX 15 620 DX 15720 DX 15 820 DX 15 920 DX 52 020 DX 52 120
DX 15 425 DX 15 525 DX 15 625 DX 15725 DX 15 825 DX 15 925 DX 52 025 DX 52 125
DX 15 432 DX 15 532 DX 15 632 DX 15732 DX 15 832 DX 15 932 DX 52 032 DX 52 132
DX 15 440 DX 15 540 DX 15 640 DX 15740 DX 15 840 DX 15 940 DX 52 040 DX 52 140
DX 15 450 DX 15 550 DX 15 650 DX 15750 DX 15 850 DX 15 950 DX 52 050 DX 52 150
DX 52 063 DX 52 163
CABLE PULLER
- _
@ 3 mm cable puller @ 4 mm cable puller
Length (m) ST STS Flexible head Tail ring
5 DX 52 205 DX 52 305 DX 52 299 DX 52 399
10 DX 52 210 DX 52 310 DX 52 299 DX 52 399
15 DX 52 215 DX 52 315 DX 52 299 DX 52 399
20 DX 52 220 DX 52 320 DX 52 299 DX 52 399
25 DX 52 225 DX 52 325 DX 52 299 DX 52 399
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GEWi55

ARCOBALENO SELF-EXTINGUISHING FLEXIBLE CONDUITS

CLASSIFICATION 750N 2) |5m2 mg())(°(
3321 7@ 7@ M

FK15 MEDIUM FLEXIBLE CONDUIT

DX16216

e

DX15116

DX15216

MEDIUM NATURAL WHITE FLEXIBLE CONDUIT - PVC

Code Conduits @ Pack

(mm) Carton
TYPE: WITHOUT CABLE PULLER
DX 16216 16 100/5600
DX 16220 20 100/4800
DX 16225 25 50/2400
DX 16232 32 25/1300
DX 16240 40 25/500
DX 16250 50 25/400
DX 16263 63 20/400
TYPE: WITH CABLE PULLER
DX 16316 16 100/5600
DX 16320 20 50/2800
DX 16325 25 50/2400
DX 16332 32 25/1300
DX 16340 40 25/500
DX 16 350 50 25/400
DX 16363 63 20/400

USE: the colour natural white is recommended for the identification of computer coaxial cables.
The cable pullerfeeler allows easy dragging of the conductors.
Conformity to standards refers to the profective conduit and not to the cable pullerfeeler.

MEDIUM BLACK FLEXIBLE CONDUIT - PVC

Code Conduits @ Pack

(mm) Carton
TYPE: WITHOUT CABLE PULLER
DX 15016 16 100/5600
DX 15020 20 100/4800
DX 15025 25 50/2400
DX 15032 32 25/1300
DX 15040 40 25/500
DX 15050 50 25/400
DX 15063 63 20/400
TYPE: WITH CABLE PULLER
DX 15116 16 100/5600
DX 15120 20 100/4800
DX 15125 25 50/2400
DX 15132 32 25/1300
DX 15140 40 25/500
DX 15150 50 25/400
DX 15163 63 20/400

USE: the colour black is recommended for the identification of distribution and force lines. The cable puller-feeder allows easy insertion of the conductors.
Conformity to standards refers to the protective conduit and not fo the cable pullerfeeder.

MEDIUM GREEN FLEXIBLE CONDUIT - PVC

Code Conduits @ Pack

(mm) Carton
TYPE: WITHOUT CABLE PULLER
DX 15216 16 100/2400
DX 15220 20 100/2000
DX 15225 25 50/1000
DX 15232 32 25/600
DX 15240 40 25/500
DX 15250 50 25/400

TO BE CONTINUED ON NEXT PAGE

TECHNICAL CHARACTERISTICS FROM PAGE 1010
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PLIABLE PROTECTIVE CONDUIT SYSTEM

GEWi55

Code Conduits @ Pack
(mm) Carton
TYPE: WITH CABLE PULLER
DX 15316 16 100/2400
DX 15320 20 100/2000
DX 15325 25 50/1000
DX 15332 32 25/600
DX 15340 40 25/500
DX 15350 50 25/400
USE: the colour green is recommended for the identification of telephone lines. The cable pullerfeeder allows easy insertion of the conductors.
Conformity to standards refers to the protective conduit and not to the cable puller-feeder.
( ) Code Conduits @ Pack
© ‘ (mm) Carton
s TYPE: WITHOUT CABLE PULLER
8 DX 15416 16 100/2400
DX 15420 20 100/2000
DX 15425 25 50/1000
DX 15432 32 25/600
DX 15440 40 25/500
DX 15450 50 25/400
TYPE: WITH CABLE PULLER
DX 15516 16 100/2400
DX 15520 20 100/2000
DX 15525 25 50/1000
DX 15532 32 25/600
DX 15540 40 25/500
DX 15550 50 25/400
USE: the colour blue is recommended for the identification of intercommunication system lines. The cable puller-feeder allows easy insertion of the conductors.
Conformity to standards refers to the protective conduit and not to the cable puller-feeder.
Code Conduits @ Pack
© (mm) Carton
§ TYPE: WITHOUT CABLE PULLER
8 DX 15616 16 100/2400
DX 15620 20 100/2000
DX 15625 25 50/1000
DX 15632 32 25/600
DX 15640 40 25/500
DX 15650 50 25/400
TYPE: WITH CABLE PULLER
DX 15716 16 100/2400
DX 15720 20 100/2000
DX 15725 25 50/1000
DX 15732 32 25/600
DX 15740 40 25/500
DX 15750 50 25/400
USE: the colour brown is recommended for the identification of alarm and emergency lighting lines. The cable pullerfeeder allows easy insertion of the conductors.
Conformity to standards refers to the protective conduit and not fo the cable puller-feeder.
( Code Conduits @ Pack
© (mm) Carton
g’ TYPE: WITHOUT CABLE PULLER
a DX 15816 16 100/2400
DX 15820 20 100/2000
DX 15825 25 50/1000
DX 15832 32 25/600
DX 15840 40 25/500
DX 15850 50 25/400

TO BE CONTINUED ON NEXT PAGE

TECHNICAL CHARACTERISTICS FROM PAGE 1010
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(TO BE CONTINUED)
MEDIUM LILAC FLEXIBLE CONDUIT - PVC
Code Conduits @ Pack

(mm) Carton
TYPE: WITH CABLE PULLER
DX 15916 16 100/2400
DX 15920 20 100/2000
DX 15925 25 50/1000
DX 15932 32 25/600
DX 15940 40 25/500
DX 15950 50 25/400

USE: the colour lilac is recommended for the identification of wired radio and hii lines. The cable pullerfeeder allows easy insertion of the conductors.

Conformity to standards refers to the protective conduit and not fo the cable pullerfeeder.

FoLpING cONDUIT ICTA HALOGEN-FREE

CLASSIFICATION

341212

EN 50086
EN 61386

750N

(o]

ICTA MEDIUM FLEXIBLE CONDUIT

DX20016

DX20516

(EEETRRLE

%
P

W

MEDIUM PLIABLE CONDUIT, GREY RAL 7035, HALOGEN-FREE,
SELF-EXTINGUISHING AND SELF-RECOVERING - PP

Code Conduits @ Pack

(mm) Carton
TYPE: WITHOUT CABLE PULLER
DX 20016 16 100/4800
DX 20020 20 100/4000
DX 20025 25 50/2000
DX 20032 32 25/1100
DX 20040 40 25/500
DX 20050 50 25/400
DX 20063 63 20/400
TYPE: WITH CABLE PULLER
DX 20116 16 100/4800
DX 20120 20 100/4000
DX 20125 25 50/2000
DX 20132 32 25/1100
DX 20140 40 25/500
DX 20150 50 25/400
DX 20163 63 20/400

USE: The cable pullerfeeder allows easy insertion of the conductors. Conformity to standards refers to the protective conduit and not to the cable pullerfeeder.

MEDIUM PLIABLE CONDUIT, DARK GREY, HALOGEN-FREE, SELF-EXTINGUISHING AND SELF-RECOVERING - PP

Code Conduits @ Pack

(mm) Carton
TYPE: WITHOUT CABLE PULLER
DX 20416 16 100/4800
DX 20420 20 100/4000
DX 20425 25 50/2000
DX 20432 32 25/1100
DX 20440 40 25/500
DX 20450 50 25/400
DX 20463 63 20/400

TO BE CONTINUED ON NEXT PAGE

TECHNICAL CHARACTERISTICS FROM PAGE 1010
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