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RK RANGE

RIGID PROTECTIVE CONDUIT SYSTEMS

THREE TYPES OF CONDUIT:

RK15 conduit 3321 class for

CHARACTERISTICS AND ADVANTAGES

NEW

e o RKHF HALOGEN-FREE
oy RIGID CONDUIT [ |

RKHF conduit 4422 class for
heavy duty systems and those in
places open to the public.

New RANGE RKHF

The new RKHF conduits, made of halogen-free material in compliance
with EN 50267-2-2, are ideal for installations in places open fo the public
and heavily trafficked areas.

Emissions from this material are less toxic and there is lower opacity of
smoke in the event of fire.

RKHF conduits hold IMQ Cerfification in compliance with IEC EN 61386
1 and IEC EN 61386-21 Standards.

HiGH QuAuty

RK15 and RKB range conduits are made of virgin PVC powder through a
single transformation from raw material into finished product. This
ensures the best mechanical characteristics, which result for example in
low temperature bending.
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‘, IMQ-CERTIFIED INSTALLATION SYSTEM
All conduits and routing components are IMQ certified in compliance with
EN 50086-1(CEl 23-39) and EN 50086-2-1(CEl 23-54) Certifications and
also comply with IEC EN 61386-1 and IEC EN 61386-21 Regulations.
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